NOTE: This card contains important information. Please read before takeoff.

Takeoff and Landing

Seat height
\ adjustment
— crank .
\ - \\\
Seats - Locked " .

Fore and Aft

Seat Backs - Full Upright adfustinent .- &

Seat Belts — Secured lever ) D\Seat back
Shoulder Harnesses - Secured \ angle
button

Seat Belt / Shoulder Harness Assembly

Push to “click”
secures seat belt/
shoulder harness

Seat belt and shoulder
harness assemblies mustbe

fastened for takeoff and assembly
landing.

For other phases of flight, Llr -

seat belts and shoulder Ir:t:l:?/' « Press torelease
harness assemblies should seatbelt and

remain fastened.

shoulder harness
assembly




EMERGENCY INFORMATION

forward, rear seat WALK AFT TO

Lzt (pilot) seat remains CAUTION:
passengers exit via left AVOID PROP

Right {co-pilot] seat
moves back; front seat
occupants exitvia right

e

FIRE EXTINGUISHER

(located between front seats)

Unlatch and remove. »‘
Instructions for \

operation located on S
extinguisher. %, =

BRACE POSITIONS

Seats — Locked
Seat Backs — Full Upright

Seat Belts - Secured

Shoulder Harnesses - Secured ~%%




